
QUICK REFERENCE
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JUMPS LOG
FUNCTION

SELECTUP DOWN

CONFIGURATION
FUNCTION

ALTITUDE
INDICATOR

TOTALS
FUNCTION

DATE/TIME
AREA

TIME
INDICATOR

MAIN
DISPLAY

AREA

UNITS
INDICATORS

UNITS
INDICATORS

ALTITUDE OFFSET
INDICATOR

BATTERY
STATUS

UP/DOWN
INDICATORS

Watch display

Ground mode

Set main function

Configure offset altitude Configure date and time

Configure date format

Configure altitude units

Configure speed
Set breakoff altitude

Configure altitude
display resolution

- USE           AND          TO CHANGE
  VALUES.

- CLICK           FOR NEXT SETTING.

- PRESS AND HOLD
  TO EXIT CONFIGURATION.

CLICK ANY KEY
TO SHOW
GROUND MODE

CLICK            AND THEN
TO ENTER CONFIGURATION MODE

HOLD           UNTIL
TOTALS SCREEN SHOWS

Inflight modeGround mode,
speedometer set,

KMH units

Altimeter view, below
1.000 meters

Altimeter view, above
1.000 meters

Altimeter view, between
1,000 feet and 10,000

feet

Altimeter view, above
10,000 feet

Ground mode with an
offset set as landing
zone at +250 m from

take off place

DISPLAY CONFIGURATIONS

HOLD           UNTIL
LOG SCREEN SHOWS

DOUBLE CLICK            TO
SHOW UNIT INFORMATION

LOG

UNIT INFORMATIONTOTALS
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Number of jump (date and
time of jump at the bottom)

Exit altitude

Pull altitude

Freefall time

Time and average
speed under open

canopy

Maximum freefall speed

Average freefall speed

Number of jumps
totalized (total freefall

time as hours, minutes,
seconds at the bottom)

Highest exit altitude

Lowest pull altitude

Highest freefall speed

- CLICK           FOR
  NEXT DATA.

- PRESS AND HOLD
  TO EXIT TOTALS.

- PRESS AND HOLD
  TO RESET LOG.

UNIT
INFORMATION

TOTALS
HOLD           UNTIL
TOTALS SCREEN SHOWS

DOUBLE CLICK            TO
SHOW UNIT INFORMATION

HOLD           UNTIL
LOG SCREEN SHOWS

- CLICK           FOR
  NEXT DATA.

- PRESS AND HOLD
  TO EXIT LOG.

LOG

Temperature Battery voltage

MANUAL GROUND RESET
WARNING! USE ON THE GROUND ONLY!

Read the user manual, page 18.


